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Load as a Controllable Resource for Dynamic
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Abstract— The traditional form of load control (shedding)
tends to be quite disruptive to consumers, and so is often avoided.
The paper suggests an alternative strategy that is based on
controlling individual loads, such that interruptions effectively
go unnoticed by consumers. An hierarchical control structure
is required, with lower-level substation-based controllers consoli-
dating information about available controllable load. The higher-
level controller uses that information to formulate strategies to
steer the system through events. Model predictive control is
proposed for the higher-level control.

Index Terms— Load control, voltage collapse, model predictive
control.

I. INTRODUCTION

DYNAMIC security enhancement is often associated with
improved performance of generator controls. Network

controls, such as provided by FACTS devices and special
protection schemes, are also becoming more widely accepted
for security enhancement. However the application of load
control to improve system dynamic behaviour has received
little attention. This is understandable, given the extremely
distributed nature of loads, and the variability in load be-
haviour. However, with recent substantial enhancements in
communication and computer technology, coordinated control
of massive numbers of diverse loads is becoming feasible. This
paper explores issues arising with such a control scheme. Of
particular interest in the viability of load control for preventing
voltage collapse, and hence prevention of resultant cascading
system failures.

Concepts of direct load control are not new. Underfrequency
load shedding schemes have been in operation for almost as
long as power systems have existed. More recently, under-
voltage load shedding has become an important strategy for
the prevention of voltage collapse. Demand side management
(DSM) schemes that primarily control water and space heating,
and air conditioning, are also well established. Such schemes
are designed to modify the shape of the load curve, with
resultant economic benefits. They are non-disruptive, but offer
limited controllability.

Underfrequency and undervoltage load shedding are
achieved by disconnecting entire distribution feeders. Imple-
mentation is simple (conceptually at least), requiring only
that a trip signal be sent to the appropriate feeder circuit
breaker. However such load control is clearly disruptive to
consumers on the affected feeders; sensitive loads along the
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feeder require some form of backup. Restoration of load is
normally undertaken manually, by closing the feeder circuit
breaker. However many loads, in particular motor loads, draw
much higher current on startup than during normal operation.
This cold load pickup phenomenon must be taken into account,
as it is known to cause significant restoration problems [1], [2].

Indirect forms of load control have been used previously
for enhancing dynamic performance. SVCs are often equipped
with a stabilizing circuit for modulating the terminal voltage,
which in turn modulates local voltage-dependent loads. If
tuned correctly, this load variation can damp interarea oscilla-
tions. However SVC control typically do not adapt to changing
system conditions, so controller effectiveness may vary greatly
between peak and light load conditions.

Load control for dynamic security enhancement is quite dif-
ferent to traditional load management. Security enhancement
requires fast response of specific amounts of load at particular
locations. DSM is too slow and too imprecise. Underfrequency
load shedding works well because frequency is effectively a
common, system-wide signal. Undervoltage load shedding, on
the other hand, can lead to incorrect control action because
voltage is a local signal that is used to infer wider system
behaviour. This will be illustrated later using a simple example.

The paper is organized as follows. The concept of non-
disruptive load control is discussed in Section II. A wide-area
control scheme, based on model predictive control concepts,
is outlined in Section III, and an example is presented in
Section IV. Conclusions are provided in Section V.

II. NON-DISRUPTIVE LOAD CONTROL

A. Controllable load

Many consumer installations consist of loads that are at
least partially controllable [3]. Commercial loads typically
involve a high proportion of air conditioning and lighting. The
thermal time-constant of many commercial buildings is usually
quite long. Therefore air conditioning in large multi-storied
buildings can be shed with no appreciable short-term effects on
building climate. Similarly, a short-term reduction in lighting
load is often possible without compromising the building
environment [4]. Partial load control within industrial and
residential installations is also possible. In the residential case
for example, one circuit within a home could be designated
for interruptible supply, with a corresponding lower energy
charge. That circuit could be used for lower priority loads
such as dryers and/or freezers. A similar concept applies for
industrial consumers. In the latter case though, it may also be
possible to use backup generation to displace grid supply.
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Fig. 1. Hierarchical load control structure.

B. Load consolidation

The distributed nature of non-disruptive load control implies
a need for a hierarchical control structure, as suggested in
Fig. 1. A lower (substation) level controller is required to
coordinate the many small controllable loads. In standby
mode, this controller would continually poll loads to track
availability of controllable load. Appropriate communications
technology is described in [5]. Information retrieved from
individual loads would include its real and reactive power
demand, and an indicator of its load type. Using this latter
information, the cold pickup behaviour of the load could be
estimated. The lower-level controller would therefore build a
consolidated picture of the load available to be tripped, and
the likely consequences of re-energization.

Load availability information would be passed to the higher-
level controller described in Section III. When a load change
was required, the higher level controller would specify the de-
sired amount. The substation-level controller would implement
that request by signalling the individual loads. The anticipated
and actual load responses may differ. That information would
again be coordinated at the lower level and passed to the higher
level in preparation for further control action.

III. WIDE-AREA CONTROL

A. Local undervoltage load control

Load control provides an effective means of alleviating
voltage collapse. For example the cascading failure of the
North American power system in August 2003 could have
been avoided by tripping a relatively small amount of load
in the Cleveland area [6]. The most effective load shedding
strategies are not always so obvious though. Low voltages
often provide a good indication of locations where load
shedding would assist in relieving system stress [7]. However
counter-examples are easy to generate. The simple system of
Fig. 2 provides an illustration.

Consider the situation where the power being exported from
Area 1 to Area 2 overloads the corridor between buses 1
and 2. (This may be a consequence of line tripping between
these buses.) As a result of the overload, lines forming the
corridor will demand high levels of reactive power, causing
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Fig. 2. Illustration of inappropriate undervoltage load shedding.
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voltages at both end buses to fall. Undervoltage load shedding
at bus 1, without a matching reduction in Area 1 generation,
would lead to an increase in power flow over the troublesome
corridor. This would exacerbate the line-overload situation.
Undervoltage load shedding at bus 2 would probably achieve
its desired goal. Clearly situations arise where a coordinated
approach to load shedding is required. A range of such load
shedding schemes have been proposed and/or implemented,
see for example [8], [9], [10]. This paper suggests an approach
based on model predictive control.

B. Model predictive control

Model predictive control (MPC) is a discrete-time form of
control, with commands issued at periodic intervals [11], [12].
Fig. 3 illustrates the MPC process. Each control decision is
obtained by first estimating the system state. This provides
the initial condition for prediction (simulation) of subsequent
dynamic behaviour. The prediction stage is traditionally for-
mulated as an open-loop optimal control problem over a finite
horizon. The solution of this optimal control problem provides
an open-loop control sequence. MPC applies the initial control
value from that sequence. The process is repeated periodically,
with the state estimator giving a new initial condition for a new
prediction (optimal control) problem.

The optimization problem underlying MPC involves open-
loop prediction of system behaviour. Actual behaviour invari-
ably deviates from that predicted response though. However
feedback is effectively achieved through the correction applied
when the next MPC control signal is issued. This is illustrated
in Fig. 3.

Power system dynamic behaviour often involves interactions
between continuous dynamics and discrete events, particularly
during voltage collapse when many discrete devices switch.
Formulation of optimal control problems for such hybrid




